24" RING AND COVER
INSTALLED PER STANDARD
DETAIL S-8.

BETWEEN
3 AND &

FLEX COUPLING,
ROMAC OR EQUAL

RUBBER FLAPPER SWING
CHECK VAVLE, APCO 100
SERIES OR EQUAL

FLANGED COUPLING ADAPTER,
SMITH-BLAIR 912 OR EQUAL
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PLASTIC METER BOX(S),
MSBCF 1730-12 OR EQUAL

DETAIL S—1.
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NOTES:
1. WHERE DEPTH OF PIPE INVERT IS LESS
THAN 3 FEET, USE PLASTIC METER FOR
VALVE CHAMBER (MID STATES PLASTIC
MODEL MSBCF 1730—12 OR EQUAL). THE
COVER FOR THE PLASTIC BOX SHALL BE
DUCTILE IRON AND READ "SEWER", OR BE
BLANK (NO LABEL).
STACK 2 OR 3 BOXES AS NECESSARY.
2. WHERE DEPTH OF PIPE INVERT IS BETWEEN A
3 FEET AND 5 FEET, USE CONCENTRIC SR, C't f
CONE CONCRETE MANHOLE PER STANDARD NN | y (@) SEWER UTILITIES
DETAIL S—6. 9@2@
3. WHERE DEPTH OF PIPE INVERT IS GREATER e Bellevue
THAN 5 FEET, USE STANDARD ECCENTRIC
CONCRETE MANHOLE PER STANDARD TITLE

CHECK VALVE ASSEMBLY FOR
JOINT USE SIDE SEWER

(4” TO 8" DIAMETER)
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